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Technical Datasheet 
 

for Personal Protective Equipment: Headgear with visor of PC 

Articleno.:  Description: 

GFKKH100+GFKVI100 

 

Headgear with visor of PC, transparent, 

500x280x1mm 

EN Norms: CE-Certificate: 

EN 166    C3293.1UHL 

  

Technical features 

Weight: 255g  

 headgear made of plastics  the sweatband can be exchanged 

 the head width is adjusted by means of a 

knop 

 the face shield can be lifted 

  

Used materials:  

Headgear: Polyethylene (LDPE) 

Plastic screws: Polypropylene (PP) GV 30 

Sweat band: Leather substitute 

Visor: Polycarbonate 1mm 

  

Fields of use:  

 workplaces without hard hat duty         

(e.g. laboratories) 

 

  

Marking: UHL 1 BT 9 CE 

  

 

 



 

User manual 
Headgear with  

face shield 

 

 
 

 

 

 

Headgear face shield 
■ The headgear is a face 

protection device that can 
be attached to the head 
without a hard hat. 

 
■ It consists of a headgear 

and a face shield. 
 
■ The headgear is adjusted 

by means of a ratchet 
wheel. It fits head widths 
between 50 – 60cm. 

 
■ The forehead padding is 

made of artificial leather 
and it is washable and re-
placeable. 

 
■ The face shields are at-

tached with two screw 
heads to the headgear. 

 

Face shield 
■ The face shield is made of 

1mm thick polycarbonate. It 
is elongated to protect also 
the forehead. 

 
■ The face shield has a pro-

tective foil on both sides 
that has to be removed be-
fore use.  
 

Manual 
■ Remove the protective foils 

form the face shield. 

 
■ Remove screw head from 

headgear. The screw with 
the stopring remains in the 
head gear 

 

 
 
■ Put face shield with the 

square-cut hole on the 
square of the screw and 
tighten the screw head. Be 
aware that the stopring 
rests with its nose on the 
nose-piece. (s. picture 
above). 

 

 
 

 
 

■ Repeat the fixation on the 
other side. 

 
 
 
 

■ The headgear is put on the 
head and adjusted to the 
individual head width. 
Therefore, push the knob 
on the adjusting device and 
turn the ratchet wheel with 
the other hand until the 
headgear fits the head. 

 

 
 

 
 
■ The forehead padding can 

be exchanged by declamp-
ing the front part of the 
headgear.  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Storage 
Personal protective equipment 
should be stored in dry rooms. 
Especially components made 
of plastics should not be ex-
posed to intense solar radia-
tion 
 

Cleaning / Disinfection 
The headgear and the face-
shields can be cleaned with 
water and standard detergents 
or mild disinfectants. However, 
the face shields should be 
dried with compressed air to 
avoid scratches. 
 

Safety checks 
Before using the face shield 
the user should do a safety 
check. Damaged or scratched 
face shields or other damaged 
parts have to be replaced. 

 

Maintenance/repairs 
Maintenance has to be con-
ducted on a regular basis. 
 

To be checked in particular: 
■ Mobility of the head width 

adjusting device. 
■ Screw joint of the face 

shield and the headgear. If 
necessary the screws need 
to be retightened.  

■ The face shield has to be 
checked for its transparen-
cy and other damages. 

 
Repairs can only be done with 
the original parts of the manu-
facturer. 

 

Decay time/aging 
All used materials are exposed 
to environmental impacts like 
UV-radiation, acid rain and 
various other impacts. There-
fore especially the personal 
protective equipment made of 
thermoplastic plastics should 
be replaced after 3 years the 
latest. 

 

 

Technical features 

Headgear  

■ Headgear 
Polyethylen (PE)-LD 

■ Plastic screws 
Polypropylen (PP) GV 30 

■ Forehead padding 
Artificial leather 

 

Face shield 
■ Polycarbonate 1mm  

 

Marking 

PC-face shield: 
UHL 1 BT 9 CE 
 

Explanation of the marking: 
UHL   = Manufacturer 
    Rudolf Uhlen 
1 = optical class 
B = mechanical impact 
    with medium energy 
T = extr. temperatures 
9 = molten metal and 

   hot solids 
CE = CE sign 
 

Test Institute 
DIN CERTCO Gesellschaft für 
Konformitätsbewertung mbH 
Alboinstr. 56 
12103 Berlin 
Notified Body: Nr. 0196 

 

General information 
The face shield can only be 
used with the headgear of 
Rudolf Uhlen GmbH 
 
When approaching the danger 
zone the face shield has to be 
flipped down. 
 
The face shield provides pro-
tection against mechanical 
risks class “B” (120m/s). 
These risks were tested under 
norm conditions. 
 

Warning! 
Please contact your safety 
officer, to make sure that you 
are protected properly at work. 
 

The contact of plastics to the 
skin of sensitive persons can 
cause allergic reactions. 
 
Eye-protection devices against 
particles with high velocity could 
transmit the impact energy, if 
the device is worn together with 
standard glasses. 
 
If the eye-protection device is 
composed of two different de-
vices, only the protection of the 
device with the lower protection 
class is given. 
 
Notice relating to the mutual 
compability of the marking     (s. 
DIN EN 166 note d, e and f in 
table 12). If protection against 
mechanical impacts with high 
velocity in extreme tempera-
tures is needed, the used eye 
protection device has to be 
marked with the letter T after the 
letter for the impact protection, 
i.e. BT. Otherwise the eye pro-
tection device can only be used 
against impacts with high veloci-
ty in room temperature. 
 

Headgear 
GFKKH100 
 

Schutzscheibe aus PC 
GFKVI100 
 

Manufacturer: 
Rudolf Uhlen GmbH 
Am Höfgen 13 – 42781 Haan 
Tel.:  0049-2129-1444 
Fax:  0049-2120-59980 
Internet:  www.aschua-uhlen.de 
E-mail:  info@aschua-uhlen.de 
Gen. manager:  Volker Fiedler 
 Steffen Fiedler 
Trade register no.: HRB 17088 
Register court Wuppertal 
 
Documentno.: 
20.03.2020 / R1 

 



*aEcsi
ECS GmbH - European Certification Service

E U-Baum usterprüfbeschei n ¡g u n g

Antragsteller Rudolf Uhlen GmbH
Am Höfgen 13
42781 Haan
Deutschland

Kennbuchstabe UHL

Produktart Gesichtsschutzschild

Modellname GFKVIlOO / GFKKHlOO

((

Prüfgrundlage

Prüfnummer / Prüfbericht

Werkstoffe

Optische und
mechan ische Eigenschaften

c3293.1UHL

Grundlegende Anforderungen nach
Anhang ll der PSA-Verordnung (EU) 20161425
EN 166 :2001

1014-ECS-21 / MR 10141-ECS-21

Polycarbonat, Polyethylen

Optische Klasse: 1

Schutz gegen Teilchen hoher Geschwindigkeit bei
extremen Temperaturen, mittlere Energie (BT)
Schutz gegen Schmelzmetall und
heiße Festkörper (9)

Kennzeichnung UHL 1 BT9 CE

ECS bestätigt, dass das oben bezeichnete Augenschutzgerät die grundlegenden Anforderungen für Gesundheitsschutz und

Sicherheit der Verordnung der Europäischen Gemeinschaft für persönliche Schutzausrüstungen (EU) 20161425 erfüllt. Der
Antragsteller stimmt den Allgemeinen Geschäftsbedingungen der ECS GmbH und weiteren, im Antrag auf
Konformitätsbewertung genannten Verei nbarungen zu.

Das Augenschutzprodukt ist wie oben angegeben zu kennzeichnen. Tragen Tragkörper und Sichtscheiben unterschiedliche
Kennzeichnungen, so ist die jeweils geringste Schutzstufe anzugeben.

Diese EU-Baumusterprüfbescheinigung verliert ihre Gültigkeit, wenn der Antragsteller / Hersteller sicherheitsrelevante
Produkteigenschaften gegenüber dem geprüften Baumuster verändert oder wenn die sicherheitsrelevanten Anforderungen in
der zugrunde gelegten Prüfnorm verschärft bzw. revidiert werden.

Name, Anschrifr und Kennnummer der benannten Stelle ECS sind in der Produktinformation zu nennen.

ECS GmbH
Notifizierte Stelle 1883
20.04.21

ECS GmbH - European Certification Service
AugenschuE und PersÖnliche Schutzausrüstung

LaserschuE und Optische Messtechnik
Hüttfeldstraße 50

73430 Aalen, Germany
hard Schmitz

ECS GMþH
Aalen

f CE

cl)o
ECS-Zertifizierer
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EU-DECLARATION OF CONFORMITY 

 

1. PPE:  GFKKH100 + GFKVI100 

 

2.  Manufacturer:  Rudolf Uhlen GmbH 

 Am Höfgen 13 

 42781 Haan 
 

3.  This declaration of conformity is issued under the sole responsibility of the manufacturer:  

 Rudolf Uhlen GmbH. 

 

4.  Object of the declaration:  

 Headgear without forehead guard with PC-face shield 500x280x1mm 

 

5.  The object of the declaration described in point 4 is in conformity with the relevant Union 

harmonisation legislation: guideline 2001/95/EG and regulation (EU) 2016/425. 

 

6.  References to the relevant harmonised standards used, including the date of the standard, or referen-

ces to the other technical specifications, including the date of the specification, in relation to which 

conformity is declared: EN 166:2002-04. 

 

7.  The notified body ECS GmbH – European Certification Service Hüttfeldstr. 50, 73430 Aalen, 

 (1883) performed the EU type-examination (Module B) and issued the EU type-examination  

 certificate C3293.1UHL.  

 

8.  Additional information:  

 Signed for and on behalf of:  

 Rudolf Uhlen GmbH 

 

Haan, 19. April 2021:  

 
 Steffen Fiedler 

 -General manager- 

 

 


